Звіт з лабораторної роботи №5

Программа  Netstat
Мета роботи: Ознайомитися з можливостями програми Netstat використовуючи парамтри: a, e, n, s, p, r
C:\>netstat ?

Displays protocol statistics and current TCP/IP network connections.

NETSTAT [-a] [-e] [-n] [-s] [-p proto] [-r] [interval]

  -a            Displays all connections and listening ports.

  -e            Displays Ethernet statistics. This may be combined with the -s

                option.

  -n            Displays addresses and port numbers in numerical form.

  -p proto      Shows connections for the protocol specified by proto; proto

                may be TCP or UDP.  If used with the -s option to display

                per-protocol statistics, proto may be TCP, UDP, or IP.

  -r            Displays the routing table.

  -s            Displays per-protocol statistics.  By default, statistics are

                shown for TCP, UDP and IP; the -p option may be used to specify

                a subset of the default.

  interval      Redisplays selected statistics, pausing interval seconds

                between each display.  Press CTRL+C to stop redisplaying

                statistics.  If omitted, netstat will print the current

                configuration information once.

C:\>netstat -a

Active Connections

  Proto  Local Address          Foreign Address        State

  TCP    vitoz:epmap            vitoz:0                LISTENING

  TCP    vitoz:microsoft-ds     vitoz:0                LISTENING

  TCP    vitoz:1026             vitoz:0                LISTENING

  TCP    vitoz:netbios-ssn      vitoz:0                LISTENING

  UDP    vitoz:microsoft-ds     *:*

  UDP    vitoz:1027             *:*

  UDP    vitoz:netbios-ns       *:*

  UDP    vitoz:netbios-dgm      *:*

C:\>netstat -e

Interface Statistics

                           Received            Sent

Bytes                        958265         2285910

Unicast packets                4563            4848

Non-unicast packets            4868              40

Discards                          0               0

Errors                            0               0

Unknown protocols                19

C:\>netstat -n

Active Connections

  Proto  Local Address          Foreign Address        State

  TCP    127.0.0.1:445          127.0.0.1:1034         ESTABLISHED

  TCP    127.0.0.1:1034         127.0.0.1:445          ESTABLISHED

  TCP    192.168.79.13:1029     192.168.79.1:139       TIME_WAIT

  TCP    192.168.79.13:1031     192.168.79.62:139      ESTABLISHED

  TCP    192.168.79.13:1033     192.168.79.146:139     ESTABLISHED

C:\>netstat -p TCP

Active Connections

  Proto  Local Address          Foreign Address        State

  TCP    vitoz:microsoft-ds     vitoz:1034             ESTABLISHED

  TCP    vitoz:1034             vitoz:microsoft-ds     ESTABLISHED

  TCP    vitoz:microsoft-ds     vitoz:1044             ESTABLISHED

  TCP    vitoz:1033             ALEXEY:netbios-ssn     ESTABLISHED

  TCP    vitoz:1036             192.168.79.5:netbios-ssn  TIME_WAIT

  TCP    vitoz:1037             192.168.79.5:netbios-ssn  ESTABLISHED

  TCP    vitoz:1038             192.168.79.6:microsoft-ds  ESTABLISHED

  TCP    vitoz:1041             192.168.79.62:netbios-ssn  ESTABLISHED

  TCP    vitoz:1043             192.168.79.5:netbios-ssn  ESTABLISHED

  TCP    vitoz:1044             vitoz:microsoft-ds     ESTABLISHED

  TCP    vitoz:1046             192.168.79.15:netbios-ssn  TIME_WAIT

  TCP    vitoz:1047             AGERON:netbios-ssn     ESTABLISHED

  TCP    vitoz:1048             KATY:microsoft-ds      ESTABLISHED

  TCP    vitoz:1051             SAIMON:netbios-ssn     ESTABLISHED
C:\>netstat -p UDP

Active Connections

  Proto  Local Address          Foreign Address        State

C:\>netstat -r

Route Table

===========================================================================

Interface List

0x1 ........................... MS TCP Loopback interface

0x1000003 ...00 02 44 65 0b 57 ...... NDIS 5.0 driver

===========================================================================

===========================================================================

Active Routes:

Network Destination        Netmask          Gateway       Interface  Metric

        127.0.0.0        255.0.0.0        127.0.0.1       127.0.0.1       1

     192.168.79.0    255.255.255.0    192.168.79.13   192.168.79.13       1

    192.168.79.13  255.255.255.255        127.0.0.1       127.0.0.1       1

   192.168.79.255  255.255.255.255    192.168.79.13   192.168.79.13       1

        224.0.0.0        224.0.0.0    192.168.79.13   192.168.79.13       1

  255.255.255.255  255.255.255.255    192.168.79.13   192.168.79.13       1

===========================================================================

Persistent Routes:

  None

C:\>netstat -s

IP Statistics

  Packets Received                   = 5455

  Received Header Errors             = 0

  Received Address Errors            = 0

  Datagrams Forwarded                = 0

  Unknown Protocols Received         = 0

  Received Packets Discarded         = 0

  Received Packets Delivered         = 5455

  Output Requests                    = 4879

  Routing Discards                   = 0

  Discarded Output Packets           = 0

  Output Packet No Route             = 0

  Reassembly Required                = 0

  Reassembly Successful              = 0

  Reassembly Failures                = 0

  Datagrams Successfully Fragmented  = 0

  Datagrams Failing Fragmentation    = 0

  Fragments Created                  = 0

ICMP Statistics

                            Received    Sent

  Messages                  1           1

  Errors                    0           0

  Destination Unreachable   0           0

  Time Exceeded             0           0

  Parameter Problems        0           0

  Source Quenches           0           0

  Redirects                 0           0

  Echos                     1           0

  Echo Replies              0           1

  Timestamps                0           0

  Timestamp Replies         0           0

  Address Masks             0           0

  Address Mask Replies      0           0

TCP Statistics

  Active Opens                        = 0

  Passive Opens                       = 6

  Failed Connection Attempts          = 0

  Reset Connections                   = 3

  Current Connections                 = 0

  Segments Received                   = 4553

  Segments Sent                       = 4833

  Segments Retransmitted              = 0

UDP Statistics

  Datagrams Received    = 526

  No Ports              = 375

  Receive Errors        = 0

  Datagrams Sent        = 45

Висновок: В ході виконання лабораторної роботи було ознаймленно з мережевою утілітою Netstat.
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